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TABLE 1.1: APPROXIMATE QUARTS PER DAY AT THE VARIOUS RUN TIMES AND CYCLES/MINUTE USING A SIMPLEX PUMP (MULTIPLY X 2 FOR DUPLEX OPERATION)

"CYC" (NUMBER OF CYCLES/MINUTE) NOTE: SIDEWINDER RECOMMENDS THE MAXIMUM FLOW RATE & RUN TIME BE NO MORE THAN 40% OF MAXIMUM CAPACITY

RUN TIME
(sE€) 1 2 3 4 5 6 7 8 9 10 1 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30
05 0.6 12 18 24 31 3.7 43 4.9 55 6.1 6.7 7.3 7.9 8.6 9.2 9.8 104 | 110 | 116 | 122 | 128 | 134 | 141 | 147 | 153 | 159 | 165 | 171 | 17.7 | 183
1.0 12 2.4 3.7 4.9 6.1 7.3 8.6 9.8 110 | 122 | 134 | 147 | 159 | 171 | 183 | 195 | 208 | 22.0 | 232 | 244 | 257 | 269 | 281 | 29.3 | 305 | 31.8 | 330 | 342 | 354 | 36.7
15 18 3.7 55 7.3 9.2 110 | 128 | 147 | 165 | 183 | 20.2 | 220 | 238 | 25.7 | 275 | 29.3 | 31.2 | 33.0 | 348 | 36.7 | 385 | 40.3 | 422 | 440 | 458 | 47.7 | 495 | 513 | 53.1 | 55.0
2.0 2.4 4.9 7.3 9.8 122 | 147 | 171 | 195 | 220 | 244 | 269 | 293 | 318 | 342 | 36.7 | 39.1 | 415 | 440 | 464 | 489 | 513 | 53.8 | 56.2 | 58.6 | 61.1 | 635 | 66.0 | 68.4 | 709 | 733
25 31 6.1 9.2 122 | 153 | 183 | 214 | 244 | 275 | 305 | 33.6 | 36.7 | 39.7 | 428 | 458 | 489 | 51.9 | 55.0 | 58.0 | 61.1 | 641 | 67.2 | 703 | 733 | N/A | N/A | N/A | N/A | N/A | N/A

3.0 3.7 73 | 110 | 147 | 183 | 220 | 257 | 293 | 33.0 | 36.7 | 40.3 | 440 | 47.7 | 51.3 | 55.0 | 58.6 | 623 | 66.0 | 69.6 | 733 | N/A | NJA | N/A | NJA | NJA | N/A | NJA | NA | N/A | NA

35 43 8.6 128 | 171 | 214 | 257 | 299 | 342 | 385 | 428 | 470 | 51.3 | 556 | 59.9 | 64.1 | 68.4 | 727 | N/A | NJA | N/A | NJA| N/A | NNA| NJ/A | NNA| NJA | NNA| NJA | NA | NA

4.0 4.9 98 | 147 | 195 | 244 | 293 | 342 | 391 | 440 | 489 | 538 | 586 | 635 | 684 | 733 | NJA | NJA | N/A | NJA | NJA| N/A | NA | NA| NJA| NA | NA| NA | NA | NA | NA

45 55 110 | 165 | 220 | 275 | 33.0 | 385 | 440 | 495 | 550 | 605 | 66.0 | 7.5 | N/A | N/A | NJA| NJ/A | NNA| NJA | NNA| NJA | NNA | NJA | NJA | NJA | NJA | NA | N/A | NA | NA

5.0 61 | 122 | 183 | 244 | 305 | 36.7 | 428 | 489 | 55.0 | 611 | 67.2 | 733 | N/A | N/A | NJA | NJA | NJA | NJA | N/A| N/A | NA | NA| NA| NA | NA | NA | NA | NA | NA | NA

55 6.7 134 | 20.2 | 269 | 336 | 403 | 47.0 | 538 | 605 | 672 | 739 | NJA| N/A| NNA| NJ/A | NJA | NJA | NNA| NJA | NNA| NJA | NNA | NJA | NJA | NJA | NJA | NJA | N/A | NA | NA

6.0 73 | 147 | 220 | 293 | 36.7 | 44.0 | 513 | 586 | 66.0 | 733 | N/A | NJA | NJA | N/A | NJA | NJA | NJA | NJA | N/A| N/A | NA | NA| NA | NA | NA | NA | NA | NA | NA | NA

6.5 7.9 159 | 23.8 | 318 | 39.7 | 47.7 | 556 | 635 | 715 | N/A| N/A| NNA| NJA| NNA| NJA | NNA| NJA | NNA| NJA | NNA| NJA | NNA | NJA | NJA| NJA | NJA | NJA | N/A | NA | NA

7.0 86 | 171 | 257 | 342 | 428 | 513 | 59.9 | 684 | N/A | NJA | NJA | NJA | NJA | NJA | NJA | NJA | N/A | N/A | NA | NA| NA| NA | NA | NA | NA | NA | NA | NA | NA | NA

75 9.2 183 | 275 | 36.7 | 458 | 550 | 641 | 733 | N/A | NJA| NJ/A | NNA| NJ/A| NNA| NJA | NNA| NJA | NNA| NJA | NNA | NJA | NNA | NJA | NNA| NA | NJA | NA | N/A | NA | NA

8.0 98 | 195 | 293 | 391 | 489 | 58.6 | 684 | N/A | NJA | NJA | NJA | NJA | NJA | NJA | NJA | NA | N/A | NA | NA| NA| NA | NA | NA | NA | NA| NA| NA | NA | NA | NA

85 104 | 20.8 | 312 | 415 | 519 | 623 | 727 | N/A | NJA| N/A | NJA| NJ/A | NJA| NJA | NNA| NJA| NNA| NJA| NNA| NJA | NNA| NJA| NNA| NJA | NNA| NJA | NNA| NA | NA | NA

9.0 11.0 | 220 | 33.0 | 440 | 550 | 66.0 | N/A | N/A | NJA | NJA | NA| NJA | NA | NA | NJA| NA | NNA | NJA| NA | NJA | NA | NA| NA| NA | NA| NA | NA | NA | NA | NA

95 116 | 232 | 348 | 464 | 580 | 696 | N/A | N/A| NJA| NJ/A| NJA| NJA | NNA| NJA| NNA| NJA| NJA| NJA| NNA| NJA | NNA| NJA| NNA| NJA | NNA| NJA | NNA| NA | NJA | NA

10.0 122 | 244 | 36.7 | 489 | 611 | 733 | N/A | N/A | NJA | NJA | NA| NJA | NA | NA | NJA| NA | NJA | NJA | NA | NJA | NA | NA| NA| NA | NA | NA | NA | NA | NA | NA

SHADED AREAS ARE OUTSIDE SIDEWINDER RECOMMENDED OPERATIONAL RANGE (CALL FACTORY)

RUN TIVE CYC (NUMBER OF CYCLES / MINUTE)

SEC;
SEO) 31 32 33 34 35 36 37 38 39 40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60

1/4" PLUNGER - SIMPLEX PUMP (MULTIPLY X 2 FOR DUPLEX OPERATION)

05 189 | 195 | 202 | 20.8 | 214 | 22.0 | 226 | 23.2 | 238 | 244 | 250 | 257 | 263 | 269 | 275 | 28.1 | 28.7 | 29.3 | 299 | 305 | 312 | 31.8 | 324 | 33.0 | 336 | 342 | 348 | 354 | 36.0 | 36.7

1.0 379 | 39.1 | 403 | 415 | 428 | 440 | 452 | 464 | 47.7 | 489 | 50.1 | 513 | 525 | 538 | 55.0 | 56.2 | 57.4 | 58.6 | 59.9 | 61.1 | 623 | 63.5 | 648 | 66.0 | 67.2 | 68.4 | 69.6 | 70.9 | 721 | 733

15 56.8 | 586 | 60.5 | 623 | 641 | 66.0 | 67.8 | 696 | 71.5 | 733 | N/A | NAA| N/A | NNA | NJA | NNA| NJA | NNA| NJA | NNA | NJA | NNA | NJA | NJA | NA | NJA | NA | NA | NA | NA

20 CONTINUED FROM ABOVE .... "CYC" VALUES 31 AND GREATER ARE NOT AVAILABLE WITH RUN TIMES 2.0 SECONDS AND GREATER

MAXIMUM PRESSURE - LP = 2000 PSI, HP = 5000PSI




