
Stroke adjuster for accurate
metering of chemical

Timer Control - Design allows
for continous speed adjustment
with pump running

Light weight 316 SS cast
construction on  power head -
316 SS on pump body -
weighs less than 8 lbs

Mutiple seal and plunger
options available.

Pump Chamber & Check
Valves 316 SS standard -
Hastelloy and Titanium
options available

CeramicPlungers have life
time warranty against breakage
& wear

Pump design allows for easy
field repairs, replace plunger
and seal with out removing
pump from service
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40 0.250” 1.25” 25:1 15 to 150 0 to 3,750 60 0 to 90
42 0.250” 2.25” 80:1 10 to 150 0 to 10,000 55 0 to 70
44 0.250” 4” 240:1 10 to 45 0 to 10,000 35 0 to 30
60 0.375” 1.25” 11:1 15 to 150 0 to 1,600 60 0 to 200
62 0.375” 2.25” 36:1 10 to 150 0 to 5,400 55 0 to 155
64 0.375” 4” 110:1 10 to 150 0 to 10,000 30 0 to 67
80 0.500” 1.25” 6.25:1 15 to 150 0 to 935 60 0 to 360
82 0.500” 2.25” 20:1 10 to 150 0 to 3,000 55 0 to 275
84 0.500” 4” 60:1 10 to 150 0 to 9,000 30 0 to 120

164 1.000” 4” 16:1 10 to 150 0 to 2,400 40 0 to 680

PUMP  PERFORMANCE CHART

STANDARD FEATURES MODEL 40/60/80 & 42/62/82 SERIES
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